Advantages of the DML2000

@ Outstanding Sensitivity
Greater Depth

@ Fewest False Targets

@ Top Mounted Protected Controls
@ Lightweight

@ Low Battery Indicator

@ Externally Accessible Batteries

VAL 000000040407,

Specifications

. *» Works Better
\ * Lasts Longer
. = Costs Less

~ Backed by 35
years of locator
manufacture

Made in USA

80 to 100 hours operating time
4 x "AA" alkaline batteries
Red flashing LED low battery indicator
Variable frequency output signal (20
to 3,500 Hertz

108cm overall length

91.4cm walerproof length

(base of electronics case to tip of
sensor tube)

* Weighs only 0.7kg

-29° to 50°C temperature range

rAurhon‘sed Stocking Dealer N TARGET DEPTH
Iron Marker (20mm x 450mm) Upto2.7m
Cast-Iron Pipe (100mm pipg)  Up ta 3.0m
Manhole Cover Up to 3.0m
L Well Casing Upto 5.4m
./ PK Nail 38mm) Up to 30cm
. Iron Valve Up to 3.0m
: : 55 Gallon Drum Up to 3.0m
1 oot s&TECHMNOLODGY Septic Tank (Handles) Upto 1.5m

The latest Fluxgate
Magnetometer for

precision location

'_r, Survey Marker or Y
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